SINGLE COMPONENT
CARTRIDGE DISPENSING SYSTEMS



TABLE OF CONTENTS

Pages

www.technodigm.com

Dispensing Tips

Single Cartridge Dispensing Systems

TECHNODIGM INNOVATION PTE LTD

2 info@techno-digm.com

¢, Tel: (65) 6493 3826

® WwhatsApp: (65) 9154 3826



Single Component
Cartridge Dispensing Systems
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S Our single cartridge dispensing system is fully compatible with our desktop dispensing robots, offering a comprehensive
2 solution for precision dispensing of small volumes. This pneumatic dispensing gun seamlessly integrates and is programmable
§ for various 3-axis applications.
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Features

« Independent cartridge pressure and actuation functions to
control adhesive flow rate

« Complete with disposable positive shutoff valve, no cleaning
needed

« Fluid components designed for dual cartridge adhesives

« Easy cartridge change-over
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. L. Cartridge
Item No. Description Length (mm) OD (mm) ID (mm)
CR2.5-AL Cartridge Retainer, 2.50z, Aluminium Alloy 86 50 44
CRO6-AL Cartridge Retainer, 60z, Aluminium Alloy 164 50 44
CRO06-SS Cartridge Retainer, 60z, Stainless Steel 167 48 44
CR12-AL Cartridge Retainer, 120z, Aluminium Alloy 300 50 44
CRI12-SS Cartridge Retainer, 120z, Stainless Steel 297 48 44
CR300-AL Cartridge Retainer, 300ml, Aluminium Alloy 225 56 50
CR310-SS Cartridge Retainer, 300ml, Stainless Steel 220 54 50
CTA-PP-R Cartridge Tip Adapter, PP, Red - - -
&
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Cartridge Tip Adapter Aluminium Alloy Cartridge Retainer Stainless Steel Cartridge Retainer
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Single Component
Cartridge Dispensing Systems

DD3000 Specifications

Dispensing Time

0.01 sec to 999.99 sec

Operation Modes

Manual, Auto, Cycle, Cycle with counter

Maximum Air Input

7 Bar / 101.5 PSI

Maximum Air Output

7 Bar /101.5 PSI

Fuse 2A

AC Input 110 ~ 230VAC 50Hz
Dimension 192 x 136 x 183mm
Weight 2.7 kg

Our TR Series robots provide an easy way to automate a wide range of dispensing processes while preserving desktop
workspace. The increased efficiency and quality provided by these desktop robots help to improve production output turnover
while reducing the number of rejected parts.

Features

» Easily input dispensing program with new designed teach pendant

Use edit software to convert CAD files to dispensing program

No PC required

Easy installation

Apply 3D space dispensing path

Model No. TR3200 TR3300 TR3400 TR3500

No. of Axis % & 5 &
Working Area 200/200/50 mm 300/300/100 mm 400/400/100 mm 500/500/100 mm
Worktable Load / Tool 15kg / 10kg 15kg / 10kg 15kg / 10kg 15kg / 10kg

Max. Travel Speed

600/500 mm/sec

600/500 mm/sec

600/500 mm/sec

600/500 mm/sec

Repeatability

+ 0.02 mm / axis

+ 0.02 mm / axis

+ 0.02 mm / axis

+ 0.02 mm / axis

Teaching Method

Teach Pendant

Teach Pendant

Teach Pendant

Teach Pendant

Dimensions (WxDxH)

405 x 505 x 735mm

495 x 600 x 750mm

595 x 700 x 750mm

695 x 800 x 750mm

Weight

42 kg

45 kg

50 kg

55 kg
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Dispensing Tips
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% TechnoDigm™ offers a comprehensive range of needles and tips for precision dispensing of fluids, liquids, adhesives, sealants,
Q greases, etc. Blunt end stainless steel dispensing needle tips are the most popular and versions can be found in different gauges,
5 lengths and threads. They can be supplied with both 45° and 90° bends to help access difficult areas. Tapered needles are used
9 for high viscosity fluids; they are also described as “smooth flow”. Precision tips are machined completely from stainless steel.
:
2
- BLUNT-END TIPS - 0.25” TO 1.5” LONG
Gauge Part Number
Size - - - - ID oD Color
0.25 0.5 1.0 1.5
14G TBE14G025 | TBE14G0O50 | TBE14G100 TBE14G150 1.60mm 210mm Olive Q
15G TBE15G025 | TBEI5GO50 | TBE15G100 TBE15G150 1.37mm 1.82mm Amber (%]
16G TBE16G025 | TBE16GO50 - - 1.20mm 1.64mm Grey (@]
17G TBE17G025 | TBE17G0O50 - - 1.04mm 1.50mm White O
18G TBE18GO025 | TBE18GO50 | TBEI8GIOO | TBEI8GI50 | 0.84mm 1.27mm Green @
19G TBE19G025 | TBE1I9GO50 | TBE19G100 - 0.70mm 1.05mm Brown @
20G | TBE20G0O25 | TBE20GO50 | TBE20GIOO | TBE20G150 | 0.60mm | 0.91mm Pink (@)
21G TBE21G025 | TBE21GO50 | TBE21G100 TBE21G150 0.51mm 0.82mm Purple (]
22G | TBE22G025 | TBE22GO50 | TBE22G100 | TBE22G150 0.41mm 0.7ITmm Blue (] !
23G TBE23G025 | TBE23G0O50 | TBE23G100 | TBE23G150 | 0.34mm 0.64mm Orange Q@
24G | TBE24GO025 | TBE24G050 = = 0.3Imm 0.56mm Sky Blue |O
25G TBE25G025 | TBE25G0O50 | TBE25G100 | TBE25G150 | 0.26mm 0.51mm Red @
26G - TBE26G050 - - 0.24mm | 0.45mm Beige O -
27G TBE27G025 | TBE27G050 | TBE27G100 | TBE27G150 0.2Tmm 0.41mm Clear O
28G | TBE28G025 | TBE28G0O50 - - 0.19mm 0.39mm | White Grey |O
30G | TBE30GO25 | TBE30OGO50 - - 0.16mm 0.31mm Lavender |@
32G | TBE32G025 | TBE32GO50 - - 0.J10mm 0.26mm Yellow O
BLUNT-END BENT TIPS (45°/90°) 0.5”
Gauge Part Number o Color
Size 450 90° ID D
14G TAD14G4505 TAD14G9005 1.60mm 210mm Olive
15G TAD15G4505 TAD15G9005 1.37mm 1.82mm Amber
y 18G TAD18G4505 TAD18G9005 0.84mm 1.27mm Green
] 1 20G TAD20G4505 TAD20G9005 0.60mm 0.9Tmm Pink
21G TAD21G4505 TAD21G9005 0.51mm 0.82mm Purple
22G TAD22G4505 TAD22G9005 0.41mm 0.71mm Blue
23G TAD23G4505 TAD23G9005 0.34mm 0.64mm Orange
25G TAD25G4505 TAD25G9005 0.26mm 0.5Tmm Red
27G TAD27G4505 TAD27G9005 0.2Imm 0.41mm Clear
30G TAD30G4505 TAD30G9005 0.16mm 0.31Imm Lavender
TAPERED TIPS
Gauge Size Part Number ID oD Color
10G TPTIOG 3.00mm 3.50mm Limegreen O
nG TPTNG 2.50mm 3.00mm Yellow O
13G TPTI13G 2.04mm 2.54mm Sky Blue o i
14G TPT14G 1.53mm 1.93mm Olive ()
15G TPT15G 1.37mm 1.70mm Amber @
16G TPT16G 1.18mm 1.58mm Grey (@)
18G TPT18G 0.83mm 1.24mm Green (5]
20G TPT20G 0.62mm 1.02mm Pink @)
21G TPT21G 0.51mm 0.82mm Purple ®
22G TPT22G 0.4Imm 0.80mm Blue @
23G TPT23G 0.34mm 0.64mm Orange (@)
25G TPT25G 0.30mm 0.80mm Red @
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Your Dispensing & UV Curing Technology Expert

TechnoDigm™ was founded in 2006 as a company based on decades of experience and research along
with a sole vision to bring Fluid Dispensing and UV Curing technology to the next level, a real
paradigm shift.

At TechnoDigm™, we are completely dedicated to solving real-time challenges experienced by
businesses worldwide through the provision of individualized, high-quality, advance technological
dispensing solutions with professionalism, pride, and determination. We endeavor to comprehend the
challenges that businesses are confronting today and use our strong technology acumen to discover
exclusive and unprecedented solutions for them.
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